














Adjustable Keyboard Supports
Prospero Platform/Mechanism Configurations

KnollExtra

product description type w d h wgl.
Prospero Platform Prospero Prospero with advanced easy 26.25"  11.50" 2" 10.2 lbs.
e 26"x11"x 1" lift arm
e 2" with palm rest Prospero with advanced easy 26.25"  11.50" 2" 11.6 1bs.
e Rigid plastic platform with steel stiffener lift arm with pivot
plate. for stable keying suri%lce. Prospero with easy lift arm 26.25"  11.50" 2" 14.5 lbs.
e Flexible soft textured plastic overcoat. - - ” ~ m
. L r Prospero with easy lift arm 26.25 11.50 2 16 Ibs.
e Thin profile for extra knee room. oL
) ) . with pivot
o Included palm rest provides soothing support - -
by displacement. Prospero with short easy lift ~ 26.25 11.50" 2" 13 Ibs.
e Sized to accommodate keyboard and mouse &
on the same plane. Prospero with short easy lift ~ 26.25"  11.50" 2" 14.4 1bs.
* No additional mousing surface required. arm with pivot
See Mechanism Attributes below Prospero with sit/stand arm ~ 26.25"  11.50" 2" 16.3 lbs.
Prospero with sit/stand arm  26.25"  11.50" 2" 17.9 lbs.

Order Code

Ordering Information

with pivot

pattern no. list price
OA-K-PR-AL-BK-(16,18,22,23,25) $589.
OA-K-PR-AL-BK-PT-(16,18,22,23,25) 663.
OA-K-PR-EL2-BK-(16,18,22,23,25) 537.
OA-K-PR-EL2-BK-PT-(16,18,22,23,25) 607.
OA-K-PR-SL2-BK-(16,18,22,23,25) 468.
OA-K-PR-SL2-BK-PT-(16,18,22,23,25) 539.
OA-K-PR-SS2-BK-(16,18,22,23,25) 618.
OA-K-PR-SS2-BK-PT-(16,18,22,23,25) 690.

Application Notes

Construction

Example: OA-K-PR-EL2-BK
(16,18,22,23,25)

OA-K-PR- Prospero platform
EL2-BK  mounted on an easy lift
mechanism

(16,18,22, Track length
23,25)

Specify:
1. Pattern number
2. Track size (if applicable)

Track length:
Options are 16, 17.750, 21.625,
22.63 and 25 inches.

Minimum clearance required is the
length of the track plus'/2".

Keyboard support provides users
with a more comfortable working
environment by allowing them to
adjust the height and pitch of the
platform holding their computer
keyboard. When not in use, the
Adjustable Keyboard Support stores
the keyboard under the worksurface
to free vital worksurface space.

Dimensions above are for the
platform only. For full configuration
depths, all component
measurements and application
suggestions refer to the Keyboard
Measurements tool on Knoll
Exchange.
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Prospero:

TPE (thermoplastic elastomer) and
40% mica reinforced polypropylene
undermold. Steel stiffener plate at
the base of platform.

Mechanisms:

All arms are steel with a powdercoat
finish. Tracks are steel with nylon
glides.

Mechanism Attributes
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Antenna Mounting Note

All mechanisms have the following
features:

e Spring assist adjustment
Knobless height adjustment
Pivots side to side 360°

Black textured metal finish

Short easy lift arm:

® Soft touch knob adjusts tilt from
0°to (-)15°

e Variable height adjustment of
4.26" (up 1.06", down 3.20")

Easy lift arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
7.04"(up 2.83",down 4.21")

Advanced Easy lifi arm:

e Soft touch knob adjusts tilt from
10° to (-) 20°

e Variable height adjustment of
8.8"(up 2.38",down 6.5")

Sit/Stand arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
11.57"(up 6.40", down 5.17")

Pivot feature:

Allows the keyboard platform to
move independently from arm,
allowing it to stay parallel to the
worksurface as the arm is moved
laterally.
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In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YAK.

Keyboard tray must be specified
with a sliding track that is less than
the depth of the top and anything
below the top such as a power
harness or cable basket.

For taller individuals, we
recommend using a pivot solution
mounted on the diagonal to
maximize knee space.



Adjustable Keyboard Supports KnollExtra

Caesar Platform/Mechanism Configurations

product description type w d h wegl. pattern no. list price
Caesar Platform Caesar Caesar with easy lift arm 18" 25" 25" OA-K-EL2-MS-(16,18,22,23,25) $425.
e 18" x 92" x'" Caesar with sit/stand arm 18" 25" 40" OA-K-SS2-MS-(16,18,22,23,25) 548.
e Sturdy metal platform attaches Microsoft®
keyboard to mechanism.
e Suitable for both Natural and Elite styles of
Microsoft® keyboards.
See Mechanism Attributes below.
Caesar Plate to retrofit to existing OA-K-MS 97.
mechanisms
t
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Order Code Ordering Information Application Notes Construction Mechanism Attributes Antenna Mounting Note

Example: OA-K-EL2-MS
(16,18,22,23,25)

OA-K- Caesar platform
EL2-MS  mounted on an easy lift
mechanism

(16,18,22, Track length
23,25)

Specify:
1. Pattern number
2. Mouse size

Track length options are 16,
17.750, 21.625, 22.63 and 25
inches.

Keyboard support provides users
with a more comfortable working
environment by allowing them to
adjust the height and pitch of the
platform holding their computer
keyboard. When not in use, the
Adjustable Keyboard Support stores
the keyboard under the worksurface
to free vital worksurface space.
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Caesar:
Black textured powdercoated steel
plate

Mechanisms:

All arms are steel with a powdercoat
finish. Tracks are steel with nylon
glides.

Microsofi® is a registered trademark
of the Microsoft Corporation.

Easy lift arm:

e Spring assist adjustment

e Knobless height adjustment

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
7.04"(up 2.83",down 4.21")

¢ Pivots side to side 360°

e Black textured finish with black
soft touch knob

e Mounts on virtually any
worksurface

Sit/Stand arm:

e Spring assist adjustment

e Knobless height adjustment

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
11.57"(up 6.40", down 5.17")

e Pivots side to side 360°

e Black textured finish.

e Mounts on virtually any
worksurface

In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YAK.

Keyboard tray must be specified
with a sliding track that is less than
the depth of the top and anything
below the top such as a power
harness or cable basket.

For taller individuals, we
recommend using a pivot solution
mounted on the diagonal to
maximize knee space.



Adjustable Keyboard Supports KnollExtra

Act 1

mdf  phn
product description type w d hmdf hphn wgt. wgt. pattern no. list
Act 1 Act I keyboard platform Act I with Advanced Easy 26.75" 11.5" 1.44" 131" 85 9.2 OAK-A1-W/P-AL-BK-(16,18,22,23,25) $484.
Lift arm lbs.  1lbs.
Act I keyboard platform Act I with Advanced Easy 26.75" 11.5" 1.44" 1.31” 9.8 10.6 OAK-A1-W/P-AL-BK-PT-(16,18,22,23,25) 558.
Lift arm and Pivot Ibs.  lbs.
Act I keyboard platform Act I with Easy Lift arm 26.75" 11.5" 1.44" 1.31" 102 11 OAK-A1-W/P-EL2-BK~(16,18,22,23,25) 432.
Ibs.  1lbs.
Act I keyboard platform Act I with Easy Lift arm with  26.75" 11.5" 1.44" 1.31" 11.7 12.5 OAK-A1-W/P-EL2-BK-PT-(16,18,22,23,25) 505.
Pivot Ibs.  lbs.
Act I keyboard platform Act I with Short Easy Lift 26.75" 11.5" 1.44" 131" 9.6 10.4 OAK-A1-W/P-SL2-BK-(16,18,22,23,25) 404.
lbs.  1lbs.
Act I keyboard platform Act T with Short Easy Lift and 26.75" 11.5" 1.44" 1.31" 11 11.8 OAK-A1-W/P-SL2-BK-PT-(16,18,22,23,25) 4717.
Pivot Ibs.  lbs.
Act I keyboard platform Act I with Sit/Stand arm 26.75" 11.5" 1.44" 131" 11.8 12.6 OAK-A1-W/P-SS2-BK-(16,18,22,23,25) 542.
Ibs.  lbs.
Act I keyboard platform Act I with Sit/Stand arm with  26.75" 11.5" 1.44" 1.31" 134 14.2 OAK-A1-W/P-SS2-BK-PT-(16,18,22,23,25) 614.

Pivot

Ibs.  Ibs.

Ordering Information

Application Notes

Construction

Order Code

Example: OA-K-A1-W-EL2-BK-18

OAK Office automation
keyboard

A1 Actl

w Wood

EL2 Easy-lift mechanism

BK Black

18 Track length of 18
inches

When you specity, you will be
prompted to indicate either MDF
(W) or phenolic (P).

Track length options are 16,
17.750, 21.625, 22.63 and 25
inches.

Standard color is black.

Minimum clearance required is the

length of the track plus'/2”.

Keyboard support provides users
with a more comfortable working
environment by allowing them to
adjust the height and pitch of the
platform holding their computer
keyboard. When not in use, the
Adjustable Keyboard Support stores
the keyboard under the worksurface
to free vital worksurface space.

Dimensions above are for the
platform only. For full configuration
depths, all component
measurements and application
suggestions refer to the Keyboard
Measurements tool on Knoll
Exchange.
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Board is either MDF or phenolic.

Wristrest is foam-filled vinyl on

MDF board.

Mousepad is lycra covered
polyurethane.

Mechanism: All arms are steel with
a powder-coated finish. Tracks are
steel with nylon glides.

Mechanism Attributes

Antenna Mounting Note

All mechanisms have the following
features:

e Spring assist adjustment

e Knobless height adjustment

e Pivots side to side 360°

e Black textured metal finish

Short easy lift arm:

e Soft touch knob adjusts tilt from
0°to (-)15°

e Variable height adjustment of
4.26" (up 1.06", down 3.20")

Easy lift arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
7.04"(up 2.83" down 4.21")

Advanced Easy lift arm:

e Soft touch knob adjusts tilt from
10° to (-) 20°

o Variable height adjustment of
8.8"(up 2.38",down 6.5")

Sit/Stand arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
11.57"(up 6.40", down 5.17")

Pivot feature:

Allows the keyboard platform to
move independently from arm,
allowing it to stay parallel to the
worksurface as the arm is moved
laterally.

In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YAK.

Keyboard tray must be specified
with a sliding track that is less than
the depth of the top and anything
below the top such as a power
harness or cable basket.

For taller individuals, we
recommend using a pivot solution
mounted on the diagonal to
maximize knee space.
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Adjustable Keyboard Supports
Act 11

product description type w d h wgl.
Act Il Act I keyboard platform Act II with Advanced Easy ~ 19"- 11.50"-  1.69" 9.1 Ibs.
Lift arm 27.25" 14.75"
Act II keyboard platform Act Il with Advanced Easy ~ 19"- 11.50"-  1.69" 10.4 1bs.
Lift arm with Pivot 27.25"  14.75"
Act IT keyboard platform Act IT with Advanced Easy ~ 19"- 11.50"-  1.69" 11.2 Ibs.
Lift arm with Pivot and two ~ 35.5" 14.75"
mouse pads
Act II keyboard platform Act Il with Advanced Easy ~ 19"- 11.50"-  1.69" 9.8 lbs.
Lift arm with two mouse pads 35.5" 14.75"
Act IT keyboard platform Act IT with Easy Lift arm 19"- 11.50"-  1.69" 10.2 Ibs.
27.25" 14.75"
Act I keyboard platform Act II with Easy Lift arm with  19"- 11.50"-  1.69" 11.7 lbs.
Pivot 27.25"  14.75"
Act I keyboard platform Act II with Easy Lift arm with 19"- 11.50"-  1.69" 12.3 lbs.
two mouse bads with Pivot 35.5" 14.75"
Act II keyboard platform Act II with Easy Lift arm with 19"- 11.50"-  1.69" 10.8 Ibs.
two mouse pads 35.5" 14.75"
Act IT keyboard platform Act IT with Short Easy Lift 19- 11.50"-  1.69" 9.6 lbs.
arm 27.25"  14.75"
Act I keyboard platform Act II with Short Easy Lift 19"- 11.50"-  1.69" 11 Ibs.
arm with Pivot 27.25" 14.75"
Act I keyboard platform Act Il with Short Easy Lift 19"- 11.50"-  1.69" 10.2 Ibs
arm with two mouse pads 35.5" 14.75"
Act II keyboard platform Act II with Short Easy Lift 19"- 11.50"-  1.69" 11.6 lbs.
arm with two mouse pads with 35.5" 14.75"
Pivot
Act II keyboard platform Act Il with Sit/Stand arm 19- 11.50"-  1.69" 11.8 Ibs.
27.25"  14.75"

Order Code

Ordering Information

Application Notes

KnollExtra

pattern no. list
OAK-A2-P-1-AL-BK-(16,18,22,23,25) $521.
OAK-A2-P-1-AL-BK-PT-(16,18,22,23,25) 594.
OAK-A2-P-2-AL-BK-PT-(16,18,22,23,25) 652.
OAK-A2-P-2-AL-BK-(16,18,22,23,25) 579.
OAK-A2-P-1-EL2-BK-(16,18,22,23,25) 468.
OAK-A2-P-1-EL2-BK-PT-(16,18,22,23,25) 539.
OAK-A2-P-2-EL2-BK-PT-(16,18,22,23,25) 578.
OAK-A2-P-2-EL2-BK-(16,18,22,23,25) 517.
OAK-A2-P-1-SL2-BK-(16,18,22,23,25) 439.
OAK-A2-P-1-SL2-BK-PT-(16,18,22,23,25) 511.
OAK-A2-P-2-SL2-BK-(16,18,22,23,25) 510.
OAK-A2-P-2-SL2-BK-PT-(16,18,22,23,25) 571.
OAK-A2-P-1-SS2-BK-(16,18,22,23,25) 576.

Construction

Example: OAK-A2-P-1-EL2-BK-
(16,18,22,23,25)

OAK Office automation

keyboard

A2 Act Il

P Phenolic (standard)

1 Mouse pad comes
standard on right side

EL2 Easy-lift mechanism

BK Black

18 Track length of 18
inches

Track length options are 16,

17.75, 21.625, 22.63 and 25 inches.

Standard color is black.

Minimum clearance required is the

length of the track plus'/2”.

Keyboard support provides users
with a more comfortable working
environment by allowing them to
adjust the height and pitch of the
platform holding their computer
keyboard. When not in use, the
Adjustable Keyboard Support stores
the keyboard under the worksurface
to free vital worksurface space.

Dimensions above are for the
platform only. For full configuration
depths, all component
measurements and application
suggestions refer to the Keyboard
Measurements tool on Knoll
Exchange.
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Board is phenolic.

Wristrest is foam-filled vinyl on
MDF board.

Mousepad is lycra covered
polyurethane.

Mechanism: All arms are steel with
a powder-coated finish. Tracks are
steel with nylon glides.

Mechanism Attributes
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Antenna Mounting Note

All mechanisms have the following
features:

e Spring assist adjustment

e Knobless height adjustment

e Pivots side to side 360°

e Black textured metal finish

Short easy lift arm:

® Soft touch knob adjusts tilt from
0°to (-)15°

e Variable height adjustment of
4.26" (up 1.06", down 3.20")

Easy lift arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
7.04"(up 2.83",down 4.21")

Advanced Easy lifi arm:

e Soft touch knob adjusts tilt from
10° to (-) 20°

e Variable height adjustment of
8.8"(up 2.38",down 6.5")

Sit/Stand arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
11.57"(up 6.40", down 5.17")

Pivot feature:

Allows the keyboard platform to
move independently from arm,
allowing it to stay parallel the
worksurface as the arm is moved
laterally.

In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YAK.

Keyboard tray must be specified
with a sliding track that is less than
the depth of the top and anything
below the top such as a power
harness or cable basket.

For taller individuals, we
recommend using a pivot solution
mounted on the diagonal to
maximize knee space.



Adjustable Keyboard Supports
Act 11

product description type w d h wegl.
Actll Act II keyboard platform Act Il with Sit/Stand arm with 19"- 11.50"-  1.69” 13.4 1bs.
Pivot 27.25"  14.75"
Act II keyboard platform Act II with Sit/Stand arm with 19"- 11.50"-  1.69" 12.4 1bs.
two mouse pads 35.5" 14.75"
Act IT keyboard platform Act IT with Sit/Stand arm with 19”- 11.50"-  1.69" 14 Ibs.
two mouse pads with Pivot 35.5" 14.75"

Order Code

KnollExtra
pattern no. list
OAK-A2-P-1-SS2-BK-PT-(16,18,22,23,25) $648.
OAK-A2-P-2-SS2-BK-(16,18,22,23,25) 630.
OAK-A2-P-2-SS2-BK-PT-(16,18,22,23,25) 692.

Ordering Information

Application Notes

Construction

Example: OAK-A2-P-1-EL2-BK-
(16,18,22,23,25)

OAK Office automation

keyboard

A2 Act Il

P Phenolic (standard)

1 Mouse pad comes
standard on right side

EL2 Easy-lift mechanism

BK Black

18 Track length of 18
inches

Track length options are 16,

17.75, 21.625, 22.63 and 25 inches.

Standard color is black.

Minimum clearance required is the

length of the track plus'/2”.

Keyboard support provides users
with a more comfortable working
environment by allowing them to
adjust the height and pitch of the
platform holding their computer
keyboard. When not in use, the
Adjustable Keyboard Support stores
the keyboard under the worksurface
to free vital worksurface space.

Dimensions above are for the
platform only. For full configuration
depths, all component
measurements and application
suggestions refer to the Keyboard
Measurements tool on Knoll
Exchange.
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Board is phenolic.

Wristrest is foam-filled vinyl on
MDF board.

Mousepad is lycra covered
polyurethane.

Mechanism: All arms are steel with
a powder-coated finish. Tracks are
steel with nylon glides.

Mechanism Attributes

-
(=
[
=
(1)
(=)
(]
(=
(1]

=
>
(=

O
[<]
c

=
8

-

Antenna Mounting Note

All mechanisms have the following
features:

e Spring assist adjustment
Knobless height adjustment
Pivots side to side 360°

Black textured metal finish

Short easy lift arm:

® Soft touch knob adjusts tilt from
0°to (-)15°

e Variable height adjustment of
4.26" (up 1.06", down 3.20")

Easy lift arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
7.04"(up 2.83",down 4.21")

Advanced Easy lifi arm:

e Soft touch knob adjusts tilt from
10° to (-) 20°

e Variable height adjustment of
8.8"(up 2.38",down 6.5")

Sit/Stand arm:

e Soft touch knob adjusts tilt from
0°to (-) 15°°

e Variable height adjustment of
11.57"(up 6.40", down 5.17")

Pivot feature:

Allows the keyboard platform to
move independently from arm,
allowing it to stay parallel the
worksurface as the arm is moved
laterally.
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In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YAK.

Keyboard tray must be specified
with a sliding track that is less than
the depth of the top and anything
below the top such as a power
harness or cable basket.

For taller individuals, we
recommend using a pivot solution
mounted on the diagonal to
maximize knee space.



Adjustable Keyboard Supports KnollExtra
Mousing Solutions

product description type w d h wegl. pattern no. list price
Juliet Mouse Pad e Teardrop shaped mousing surface swivels 11" 10" 17" 11b. 4B2-MP $44.
under the keyboard platform. 3 oz.
e Attaches to the underside of the platform. for use with Caesar platform 11" 10" 15" 11b. 4B2-MP-MS 57.
e Soft plastic overcoat keeps the mouse from 3 oz.

sliding during adjustments.

Juliet Palm Rest Palm rest to retrofit to existing mouse pad. 6" 2" " 1 oz. 4B2-WR 25.

Palm rest provides soothing support.

Over ten-key mouse pad Mouse flips over ten-keypad. for use with Romeo only OAK-OTK-MP 48.
Tension fit allows users to adjust tilt

Generous size pad for easy mousing

For use with Romeo platform only (platforms

manufactured from 2002 on)
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Order Code Ordering Information Construction

Example: 4B2-MP Specify: Worksurface mounted surf mousepad: Juliet palm rest: '

4B2MP_Julict mouse pad 1. Pattern number o with havd surface bocked  deneity povercthane, Thegel
Not all mousing solutions are surf mouse pad. beneath the fabric, npminally ..65",
appropriate with all platforms. Juliet mouse pad: IS ?1 ;(;(rgﬁlated to provide soothing

TPE (a thermoplastic elastomer)
overmold with 40% mica reinforced
polypropylene undermold.
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Freestanding Surf® Ergonomic Accessories KnollExtra

by Ross Lovegrove & Stephen Peart

product description type w d h wgt. pattern no. list price

e Soft, biomorphic form reduces strain on wrist. 19" 478" 1" 7 ozs. SF-WR-FS-(BK)-G $103.
e Long, radial shape with single straight edge
ensures a tightfit with standard size

keyboards.

e Gel pad for greater use comfort.

Wrist Rest

o

Lumbar Support e Self-adjusts over any seat back. 12" 30%4" 278" 1 lbs. SF-LS 281.
s s e Heat and pressure reactive foam responds to 10 ozs.
individual user.
e Support returns to original form within 10
seconds afteruse.
¢ Neoprene nylon outer skin allows body to
breathe comfortably.

Surf Board VDT Corner e Fits any worksurface thickness or edge Metallic finish 417" 162" 1" 14 Ibs.
profile. Soft touch finish 41'%" 165" 1" 14 1bs.

e Creates generous 24" wide VDT corner, 14"
from worksurface corner.

e Can be adjusted to any angle, or removed
when not needed.

e Integral non-handed mouse pad.

e Felt back and rubber bumpers protect

SF-SB-(E, J) 306.
SF-SB-(GS, BS) 385.

worksurface.

Order Code Ordering Information Ergonomic Value General Notes Construction Design Awards
Example: SF-SB-E Specify: The Surf Collection wrist rest, Each piece in the Surf Collection is The Surf Lumbar Support rests Surf Board: Lumbar support: First place, Interior Design Product
X allic finis . mouse pad, and lumbar support pla a “tootprint form,” derived from oosely over the chair like a saddle 1g1d steel plate wit thick rolle 1gh memory, heat-reactive ward, s . esign
SF-SB Metallic finish Surf 1. Pattern number 1se pad, and lumb pport play “footprint form,” derived fi loosely over the chair lik ddl Rigid steel pl ith 1" thick rolled High ry, h i Award, ASID, 1994. High Desig
Board VDT comer 9 Finish a critical role in workplace natural ergonomic movements. No bag, held in place by a counter front detail. Black rubber bumpers patented polyurethane foam Quality Red Dot Award, Design
' i ergonomics. Proper use of these sharp edges or angles are used. As a balance weight. The piece is easily and non-scuffing felt back. developed for high performance use Zentrum, Germany, 1994.
E Soft grey Neoprene nylon finishes: pieces helps users maintain the result, the accessories can be adjusted up or down, to the in military fighter pilot seats.

Black (BK)

Surf Board painted finishes:

Soft Grey (E)

Medium Metallic Grey (J)
Soft Touch Light Grey (GS)
Soft Touch Black (BS)

body neutral position, reducing
harmful strain on muscles and
joints.

The collection’s design advantage is
in its simplicity. These accessories
are extraordinarily versatile and
flexible, responding to the
individual needs of the specific
user, unlike over-engineered
mechanical pieces.

170

approached by the user from any
direction. The soft, hiomorphic
shapes of the Surf Collection echo
the curves and contours of the
human body.

Lumbar support note:

Back problems are the second
leading cause of lost work time after
the common cold. Most back rests
utilize rigid, unyielding materials,
ignoring the diversity of human form
and movement.

preference of the user.

The support’s high performance
patented foam molds itself to both
the user and the chair back. As the
user moves throughout the workday,
the foam responds in kind,
continuously resculpting itself
around the user’s body. When body
pressure is removed, the lumbar
support returns to its original form
within 10 seconds, ready for the
next user.

Wrist rest and mouse pad:

Nylon upholstered dual-density
polyurethane. Gel beneath fabric,
nominally .65", is formulated to
provide soothing support by
displacement.

Covered with wear-resistant, closed
cell Neoprene and a bright colored,
breathable nylon outer skin.
Die-cast zinc counter-balance
weight.

Manufactured in the United States.

Lumbar support:

Honorable Mention, Furniture,/D
MagazineAnnual Design Review,
1994.

Surf Board:

Best of Category Award, Consumer
Products,/D MagazineAnnual
Design Review, 1994.
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product

Freestanding Ergonomic Accessories

description type w

h wgl.

VDT Sleeve

e Racetrack-shaped sleeve slides over worksurface to Metallic 264"
create VDT corner. finish

9'fg" 17"-2'R" 3 1bs.

o Creates 17°/3" wide VDT corner, 9” from Soft touch  26%4"
worksurface corner. finish

9'fg" 1Ya"-2'%" 3 1bs.

e Can be adjusted to any angle, or removed when not
needed.

e Heavy-gauge steel with felt backing to prevent
scuffing.

o 14", 14" and 2'/2" worksurface thicknesses.

e /4" screw holes on underside for optional
attachment to worksurface.

e Available in two metallic and two soft-touch
finishes.

Adjustable Foot Rest

o Self-adjusts +30°/-30°. 17"
e Durable, ribbed rubber platform.

12" 3" 7 lbs. 14

0Zs.

Order Code Ordering Information Custom Options Construction

Example: OA-SLV-A-E Specify: Custom colors available upon VDT sleeve:

OASLV VDT sleeve 1. Pattern number sample chip approval. Contact your Heavy-gauge steel in painted finish.

A T loove 2. Thickness (VDT sleeve only) Knoll sales representative or Felt backing protects worksurface.
° 3. Finish Customer Service for complete f — .

E Soft grey finish pricing information. Manufactured in the United States

VDT sleeve worksurface thicknesses:
1'/4" (A): Equity, Morrison, Reff
194" (B): Morrison, Reff

2'/2" (C): Reff

VDT sleeve finishes:

Soft Grey (E)

Medium Metallic Grey (J)
Soft Touch Light Grey (GS)
Soft Touch Black (BS)
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Adjustable foot rest:
Black rubber platform. Polished

chrome frame.

Manufactured in Sweden.

KnollExtra
pattern no. list price
OA-SLV(A,B,C)-(E, J) $217.
OA-SLV(A,B,C)-(GS, BS) 281.
OA-FR-BK 234.
VDT Sleeve
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Worksurface Support
Adjustable CPU Holders

product

description w, min  w, max d, min

d,max h,min  h,max wgt

KnollExtra

Adjustable vertical metal CPU
holder

Adjusts to hold equipment 6” to 10" wide by 14" to 7" 11" 18"
24" high

Hangs vertically from worksurface to maximize
knee space.

Slides on track under worksurface for easy CPU
access.

Ventilation holes on sides.

Has a weight capacity of 60 pounds.

Mounts on virtually any worksurface.

Swivel is 360°.

Track length is 17°4".

18" 15" 25" 24 1bs.

Adjustable vertical sling CPU
holder

Order Code

Adjusts to hold equipment 6" to 10" wide by 14" to 7" 11" 18"
24" high.

Sling made of woven vinyl coated polyester for
flexibility and ventilation.

Hangs vertically from worksurface to maximize
knee space under surface.

Slides on track under worksurface for easy CPU
access.

Has a weight capacity of 60 pounds.

Swivel is 360°.

Track length is 177",

18" 15" 25" 13 Ibs.

pattern no. list price
OA-CPU-MTL-V $564.
OA-CPU-SLNG-V 343.

Ordering Information Installation Notes

Construction

Custom Options

Antenna Mounting Note
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Example: OA-CPU-SLNG-V

OA-CPU CPU holder

SLNG Sling style

\" Vertical mounting option

Specify: CPU holders come standard with a
177" long track. They mount on

1. Pattern number
work surfaces 182" or deeper.
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Metal CPU holder:

Rigid 16-gauge painted steel
construction. Black paint finish.
Black plastic pull.

Sling CPU holder:

Black painted steel mounting
mechanism. Woven vinyl coated
polyester sling.

Longer and shorter track lengths are
available. Contact Customer Service
for pricing information.

In order to mount to Antenna
Workspace tables, you will need to
order a special adapter available
through that price list. Pattern code
is YACPU.

Any KnollExtra CPU Holder can be
mounted under a top deeper than
the mounting track.
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product

BackPack® Universal Storage Drawers

by Robert Reuter
suspended files

description

back/front h wgt.

Standard Suspended File

Generous 16"w 12"D filing space.

European A-4 and foolscap files.

drawer.
e Optional lock.

ball-bearing slides.

Full width, 4%1" d 1%4"H pencil trough.
Two removable plastic organizing trays.

17" 18"

Accepts 16" side-to-side hanging letter files.
Accepts 12" front-to-back hanging legal or

® Drawer contains 107% capacity of standard file

e Black painted steel construction with full extension

10"/2" 16 lbs. 4 ozs.

Deep Suspended File

Order Code

e Full width, 4%4"d 1%4"H pencil trough.

items.
Generous 16"w 12D filing space.

European A-4 and foolscap files.

drawer.
Optional lock and mouse pad.

ball-bearing slides.

® Two removable plastic organizing trays.
Full width, 5'/2"d 6"H intermediate compartment
holds computer disks, desk supplies and personal

17" 24"

Accepts 16" side-to-side hanging letter files.
Accepts 12" front-to-back hanging legal or

e Drawer contains 107% capacity of standard file

Black painted steel construction with full extension

107/2" 18 Ibs.

Ordering Information

Application Notes

KnollExtra
paltern no. list price
BP-SSF $519.
BP-DSF 571.

Example: BP-SSF

Specify:

BP-SSF  Standard suspended file

1. Pattern number

2. Lock option

Lock option:
Lock attaches to slides in field.
Removable for use elsewhere.

BackPack drawers can be used with
virtually any Knoll or other wood
worksurface.

BackPack storage drawers attach to
the underside of wood worksurfaces
at any location. In most cases, the
drawers may be mounted flush to
side panels. When supporting
brackets extend further than 2'/2"
from the side panel, a slight reveal
will occur. Mounting hardware and
template included.
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For wire management needs, the
minimum depth worksurface for
standard depth drawers is 24";
minimum depth for deep drawers is
30". When no wire management is
necessary, the Standard Suspended
File may be used on an 18"
worksurface and the Deep
Suspended File may be used on a
24" worksurface.

Construction

Design Awards

Knee clearance:

In order to maximize filing capacity,
the Standard and Deep Suspended
Files do not provide adequate knee
clearance. For center worksurface
applications, specify the Keyboard
or Center File Drawers.

Sturdy, 20-gauge painted steel with
full-extension ball-bearing metal

slides. Foam surface on mouse pad.

Die-cast zinc lock painted black.

Manufactured in the United States.

ROSCOE Award, Interior Design
Magazine, 1994. Honorable
Mention, Furniture, ID Magazine
Annual Design Review, 1994.
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BackPack® Universal Storage Drawers
by Robert Reuter
suspended files

KnollExtra
paltern no. list price
BP-SCF $579.
BP-DCF-17 525.
BP-DCF 633.
BP-L 66.

product description w d back/front h wgt.
Standard Center File e Includes 26"w 14"d 2"H storage for desk and 27" 18" 11'78"12" 16 lbs. 6 ozs.
" personal items.
: e Full width pencil trough and rear filing area.
’ e 35" deep filing area accepts 2 rows of
front-to-back letter filing, or one row of
front-to-back legal or European A-4/foolscap filing
plus space for handbag.
e Drawer contains 57% capacity of standard file
drawer.
e Optional lock.
e Black painted steel construction with full extension
ball-bearing slides.
Deep Center File e Includes 26"w 14"d 2"H storage for desk and 17" 24" 11'8"/2"
- personal items 27" 24" 11%"/2" 20 Ibs. 13 ozs.
e Full width pencil trough and rear filing area.
e 95" deep filing area accepts 2 rows of
front-to-back letter filing, or one row of
front-to-back legal or European/foolscap filing plus
space for handbag.
® Drawer contains 94% capacity of standard file
drawer.
e Optional lock.
e Black painted steel construction with full extension
ball-bearing slides.
Optional Lock e Non-handed. 174" 2" 17" 5 ozs.
Order Code Ordering Information Application Notes
Example: BP-SSF Specify: BackPack drawers can be used with For wire management needs, the
BP-SSF  Standard suspended file 1. Pattern number virtually any Knoll or other wood minimum depth worksurface for

2. Lock option

Lock option:

Lock attaches to slides in field.

Removable for use elsewhere.

worksurface.

BackPack storage drawers attach to
the underside of wood worksurfaces
at any location. In most cases, the
drawers may be mounted flush to
side panels. When supporting
brackets extend further than 2'/2"
from the side panel, a slight reveal
will occur. Mounting hardware and
template included.
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standard depth drawers is 24";
minimum depth for deep drawers is
30". When no wire management is
necessary, the Standard Suspended
File may be used on an 18"
worksurface and the Deep
Suspended File may be used on a
24" worksurface.

Construction

Design Awards

Knee clearance:

In order to maximize filing capacity,
the Standard and Deep Suspended
Files do not provide adequate knee
clearance. For center worksurface
applications, specify the Keyboard
or Center File Drawers.

Sturdy, 20-gauge painted steel with
full-extension ball-bearing metal

slides. Foam surface on mouse pad.

Die-cast zinc lock painted black.

Manufactured in the United States.

ROSCOE Award, Interior Design
Magazine, 1994. Honorable
Mention, Furniture, /D Magazine
Annual Design Review, 1994.
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BackPack® Universal Storage Drawers
by Robert Reuter

keyboard drawers

product

description w d

back/front h wgt.

Narrow Keyboard Drawer

Accommodates virtually any standard keyboard or ~ 22'/" 18"

2" 8 1bs. 12 ozs.

laptop computer.

e Full width, 2%4"d*4"H integral palm rest.

21'/4"w 97"D keying/ mousing space.

Full width rear pencil trough and 2 removable
plastic organizing trays.

Thin profile maximizes knee clearance under
drawer.

Optional lock.

Black painted steel construction.

Full extension ball-bearing slides, with click-stop
in half open position for steady use.

Wide Keyboard Drawer with Mouse
Pad

o Full width, 2%4"d*4"H integral palm rest.

Accommodates virtually any standard keyboard or 25" 18"

i

laptop computer. 287" 18"

2" 10 lbs. 12 ozs.

Non-handed mouse pad, black foam with square
corners 8" x9".

27'4"w 978"D keying/mousing space.

Full width rear pencil trough and 4 removable
plastic organizing trays.

Thin profile maximizes knee clearance under
drawer.

Optional lock.

Black painted steel construction.

Full extension ball-bearing slides, with click-stop
in half open position for steady use.

Keyboard/Filing D

Accommodates virtually any standard keyboard or 274" 24"
laptop computer.

e Full width, 2%4"d*4"H integral palm rest.

Non-handed mouse pad, black foam with square
corners 8" x 9".

27'4"w 97"D keying/mousing space.

4 removable plastic organizing trays.

26'M16"w 8"D filing space accepts 2 rows of
front-to-back letter filing, or one row of
front-to-back legal or European A4/foolscap filing.
Optional lock.

Black painted steel construction.

Full extension ball-bearing slides, with click-stop
in half open position for steady use.

11:"72" 20 lbs. 7 ozs.

Optional Lock

Order Code

Non-handed. 14" 214"

14" 5 0zs.

Ordering Information

Application Notes

KnollExtra
paltern no. list price
BP-NKD $459.
BP-WKD-25 478.
BP-WKD 494.
BP-KFD 662.
BP-L 66.

Example: BP-NKD-BK

BP-NKD Narrow keyboard drawer

BK Black palm rest

Specify: Call Customer Service for

1. Pattern number availability and minimum

2. Wrist rest finish requirement.

3. Lock option Lock option:

P ot Y, inishes: Lock attaches to slides in field.
Bizalgf(r(eg%r)z) fon finishes Removable for use elsewhere.
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BackPack drawers can be used with
virtually any Knoll or other wood
worksurface.

Construction

Design Awards

BackPack storage drawers attach
2°fg" below the underside of wood
worksurfaces at any location.
Mounting hardware and template
included.

For wire management needs, the
minimum depth worksurface for the
Narrow and Wide keyboard drawers
is 24", and 30" for the
Keyboard/Filing Drawer. When no
wire management is necessary, both
the Narrow and Wide Keyboard
Drawers may be used on an 18"
deep worksurface and the
Keyboard/Filing Drawer may be
used on a 24" deep worksurface.

Durable 20-gauge steel painted
black. Full-extension ball-bearing
metal slides with click-stop in
half-open position. Nylon-sheathed
foam palm rest.

Die-cast zinc lock painted black.

Manufactured in the United States.

ROSCOE Award, Interior Design
Magazine, 1994. Honorable
Mention, Furniture, ID Magazine
Annual Design Review, 1994.




product

BackPack® Universal Storage Drawers
by Robert Reuter

pencil and top drawers

description

back/front h wgt.

KnollExtra

Pencil Drawer

23"w 11'/"D paper storage.
Full width pencil trough.

Two removable plastic organizing trays.

24" 177"

Black painted steel construction with full extension

ball-bearing slides.
Optional lock.

o

Top Drawer

Full width, 4%4"d 1%4"H pencil trough.
Two removable plastic organizing trays.

13"w 10"D filing space.

147" 18"

Black painted steel construction with full extension

ball-bearing slides.
Optional lock.

10'%"

Optional Lock

Order Code

Non-handed.

1" 214"

1" 5 ozs.

paltern no. list price
BP-PD $223.
BP-TOP-C 472.
BP-L 66.

Ordering Information

Application Notes

Construction

Design Awards

Example:

BP-PD

BP-PD

Pencil drawer

Specify:

1. Pattern number
2. Lock option
Lock option:

Lock attaches to slides in field.

Removable for use elsewhere.

BackPack drawers can be used with
virtually any Knoll or other wood
worksurface.

BackPack storage drawers attach to
the underside of wood worksurfaces
at any location. Mounting hardware
and template included.
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For wire management needs, the
minimum depth worksurface for
standard depth drawers is 24";
minimum depth for deep drawers is
30". When no wire management is
necessary, the Standard Center File
may be used on an 18" worksurface
and the Deep Center File may be
used on a 24" worksurface.

Sturdy 20-gauge painted steel with
full extension ball-bearing metal
slides.

Die-cast zinc lock painted black.

BackPack® Top Drawer

Manufactured in the United States.

BackPack® Pencil Drawer
manufactured in Canada.

ROSCOE Award,Interior Design
Magazine, 1994. Honorable
Mention, Furniture, ID Magazine
Annual Design Review, 1994.
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Universal Pencil Drawer KnollExtra

by Brooks Rorke

product description w d back/front h wgt. paltern no. list price
Universal Pencil Drawer ® 7 roomy compartments. 167" 227" 14" 5 1bs. 12 ozs. ORCH-PD-A $221.
e Large rear compartment holds flat, legal files, ruler,
etc.

e Slanted card compartment holds index cards,
Post-1t™ Notes or business cards.

e Middle compartment holds White-Out™ bottle or
change.

¢ [Front middle compartment holds stapler, pens,
scissors, etc.

e Other compartments holds calculator, clips, pins,
etc.

e Available in textured matte black plastic.

e Three-quarters extension, ball bearing metal slides
with smooth, silent movement.

Order Code Ordering Information Application Notes Construction

Example: ORCH-PD-A Specify: Universal Pencil Drawer can be Universal pencil drawer:
ORCH-  Pencil drawer 1. Pattern number used with virtually any Knoll or Durable vacuum-formed ABS
PD-A competitor wood worksurface. plastic drawer in a matte black,

textured finish. Three-quarter
extension, ball bearing metal slides
with smooth, silent movement.

Minimum depth worksurface for
drawer is 24”. On freestanding

Morrison Network systems, a 30"
deep worksurface is required. Manufactured in the United States.
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Universal Marker Boards KnollExtra

by Bruce Hannah & Ayse Birsel

product description w d h wgl. pattern no. list price

Marker Board e /2" wide anodized aluminum frame with white 24" 8" 18" 5 lbs. 2 ozs. OR-WB-24-18 $215.

surface. . - 30" e 18" 8 Ibs. 10 ozs. OR-WB-30-18 322.

ek s BN A —T T onave 524

¢ Load bar-mounted bra;kets iI;cluded in list price, 36" W 18" 101bs. 5 ozs. OR-WB-36-18 454

but specified separately (see Mounting Options 30" i 24" 13 1bs. 12 ozs. OR-WB-36-24 504.

below). 42" lg" 24" 16 1bs. 1 oz. OR-WB-42-24 585.

42" l8" 30" 20 lbs. 1 oz. OR-WB-42-30 652.

48" rg" 30" 22 1bs. 15 ozs. OR-WB-48-30 751.

Marker Board Equity panel-mount ~ ® ‘2" wide anodized aluminum frame with white 224" fg" 18" 5 1bs. 2 ozs. OR-WB-22-18-E 215.

application surface. ' - 28/4" e 18" 8 Ibs. 10 ozs. OR-WB-28-18-E 322.

, Varker lray option specified separately. 287" ' 24" 11 Ibs. 7 ozs. OR-WB-28-24-E 363.

¢ Load bar-mounted braéli)ets i;lcluded inliist [p)'rice, 3444 W 18" 101bs. 5 ozs. OR-WB-34-18-E 454.

but specified separately (see Mounting Options 34" gl 24" 13 Ibs. 12 ozs. OR-WB-34-24-E 504.

below). 404" lg" 24" 16 1bs. 1 oz. OR-WB-40-24-E 585.

404" l8" 30" 20 lbs. 1 oz. OR-WB-40-30-E 652.

464" fg" 30" 22 1bs. 15 ozs. OR-WB-46-30-E 751.

Marker Tray ¢ Anodized aluminum snap-fit tray for Marker Board 17" 174" 5 ozs. OR-WB-TR 57.
markers and erasers.

Mounting Options Load Bar-Mounted Brackets. Set of 2. OR-WB-LBZ* 7.

Panel-Mounted Brackets (Generic deep) OR-WB-PM-B 23.

Panel-Mounted Brackets (Generic shallow) OR-WB-PM-D 23.

Panel-Mounted Brackets for Dividends OR-WB-PM-DV 49.

Panel-Mounted Brackets for Equity OR-WB-PM-E 36.

Panel-Mounted Brackets for Morrison OR-WB-PM-M 36.

Panel-Mounted Brackets for Reff OR-WB-PM-R 59.

Top Cap-Mounted Brackets (Dividends only) OR-WB-TCM-DV * 7.

Top Cap-Mounted Brackets (Equity only) OR-WB-TCM-E * 7.

Top Cap-Mounted Brackets (Reff only) OR-WB-TCM-R * 7.

Top Cap-Mounted Brackets. Set of 2. (Morrison only) OR-WB-TCM-M * 7.

Wall-Mounted Brackets. Set of 2. OR-WB-WM 39.

* No charge when ordered with Marker or Tack Board

Order Code

Ordering Information

Custom Options

Construction

Example: OR-WB-24-18-BK
OR-WB-PM-M
OR-WB-TR-BK

OR-WB- 24" x 18" Marker board
24-18

BK Black frame

OR-WB- Panel-mounted
PM

M Morrison Network
OR-WB- Marker tray

TR

BK Black

Specify:

. Pattern number

. Frame finish

. Mounting option

. System suffix (panel and top
cap-mounted only)

5. Marker Tray (optional)

6. Marker Tray finish

Anodized finish:
Black (BK)
Silver (SV) *

W N~

*Please consult Customer Service
for lead times.

Mounting options:

Rail-Mounted: Standard option.
Includes load bar clip and
adhesive-backed rubber bumper to
protect panel fabric and prevent
deflection.

Panel-Mounted: To ensure rigidity,
specify two sets and brackets
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Wall-Mounted: Specify pattern

number.

Top cap-mounted: Equity and
Morrison Network Systems brackets
available. Use bracket pattern
numbers listed below:Equity (E)
Morrison Network (M)

Equity application note:

For all Equity panel-mounted
applications, add “E” to end of base
pattern number.

Note:

If your system is not listed, contact
your KnollExtra representative or
Customer Service for appropriate
panel-mounted bracket to specify.

Other writing surface and custom
frame colors available. Custom
frame sizes available up to 72"W x
48"D in size. High performance
porcelain-covered steel market
board also available. 25 unit
minimum per line item on all
customs. Contact your Knoll sales
representative or Customer Service
for pricing information.

Satin anodized aluminum frame
(can be powder coated black).
Porcelain coating on cold rolled
steel laminated to corrugated and
hardboard with a Mylar backing. All
Universal Marker Boards are
magnetized.

Manufactured in the United States.
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Universal Marker Boards

Top Cap Hung Marker Board
by Robert Reuter

KnollExtra

paltern no. list price
PR-MB-3036 $784.
PR-MB-WM-Rail 36.

product description application w d h
Top Cap Hung Marker Board e Panel mounted frameless marker surface with Panel Mounted 30" 3" 36"
tray for markers and erasers.
Mounting Option Wall Mounted
Order Code Ordering Information Mounting Options Construction
Example: PR MB 3036 Specify: Top cap hung marker board: Top cap hung marker board:
PRMB  Top Cap Hung Marker 1. Pattern number Marker boards hang from top of White laminate surface on Sintra

systems panels between 2.5" and
3.75" inches thick. Can also be wall
mounted.

3036 Board
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core. Extruded aluminum trough.
Manufactured in the United States.
Wall Rail:

Machined aluminum powder coated
light grey to match top cap hung
marker board trough.
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Universal Fabric Boards KnollExtra
Standard Sizes
textile fabric COM
product description w d h yards pattern no. 10 15 20 30 35 40 45/46 50 55 60
Fabric Boards e Standard fabric board has'/2” thick mineral board ~ 24" Yo 14" .66 F-24-14-()-A-()()() $289. $297. $331. $343. $347. $354. $366. $367. $387. $400.
construction with squa}red corner. ) 24" 2" 16" .66 F-24-16-( )-A-()()() 289. 297. 331. 343. 347. 354. 366. 367. 387. 400.
. Rf’uﬁ‘ded corner or radiused edge, available at 24" ! 18" 66 F-24-18-()-A-()()() 310. 318. 341. 355. 357. 362. 374. 376. 396. 411.
. ;‘;fwfzgfv‘van mounting options 24" ' 20" 75 F-24-20-()-A-()()() 387. 391. 397. 413. 416. 422. 435. 438. 460. 474.
’ 24" " 24" 1 F-24-24-( )-A-()()() 434. 442. 488. 507. 512. 519. 538. 541. 572. 593.
30" " 14" .66 F-30-14-( )-A-()()() 330. 335. 382. 392. 396. 401. 415. 416. 435. 448.
30" ! 16" 66 F-30-16-( )-A-()()() 339. 345. 390. 401. 404. 413. 424. 425. 446. 459.
30" " 18" .66 F-30-18-( )-A-()()() 351. 356. 400. 414. 416. 422. 434. 435. 455. 470.
30" /2" 20" .75 F-30-20-( )-A-()()() 437. 443. 477. 489. 494. 502. 514. 515. 538. 555.
30" ' 24" 1 F-30-24-( )-A-()()() 487. 497. 528. 547. 551. 561. 579. 580. 611. 631.
36" X 14" 66 F-36-14-( )-A-()()() 330. 345. 400. A14. 416. 422. 434, 435. 455, 470.
36" s 16" 66 F-36-16-( )-A-()()() 358. 366. 413. 422. 425. 431. 442. 443. 466. 479.
36" " 18" .66 F-36-18-( )-A-()()() 369. 375. 420. 432. 435. 441. 454. 455. 473. 488.
36" /2" 20" .75 F-36-20-( )-A-()()() 437. 443. 486. 501. 504. 509. 524. 525. 548. 563.
36" 72" 24" 1 F-36-24-( )-A-()()() 514. 524. 588. 606. 610. 619. 636. 638. 670. 691.
42" vy 14" 66 F-42-14-()-A-()()() 361. 367. 431. 442. 446. 451. 465. 466. 485. 498.
42" " 16" .66 F-42-16-( )-A-()()() 389. 395. 438. 449. 454. 457. 470. 472. 490. 505.
42" " 18" .66 F-42-18-( )-A-()()() 389. 395. 460. 471. 473. 480. 490. 495. 514. 527.
42" 2" 20" .75 F-42-20-( )-A-()()() 497. 503. 545. 558. 562. 571. 583. 584. 607. 624.
42" ! 24" 1 F-42-24-( )-A-()()() 604. 614. 669. 687. 691. 698. 720. 721. 751. 770.
48" 12" 14" .66 F-48-14-( )-A-()()() 369. 375. 440. 451. 455. 460. 472. 473. 495. 508.
48" " 16" .66 F-48-16-( )-A-()()() 389. 395. 460. 471. 473. 480. 490. 495. 514. 527.
48" " 18" .66 F-48-18-( )-A-()()() 398. 404. 460. 471. 473. 480. 490. 495. 514. 527.
48" " 20" .75 F-48-20-( )-A-()()() 497. 503. 545. 558. 562. 571. 583. 584. 607. 624.
48" " 24" 1 F-48-24-( )-A-()()() 616. 624. 765. 784. 788. 795. 815. 817. 847 868.
60" 12" 14" .66 F-60-14-( )-A-()()() 468. 473. 557. 571. 573. 579. 591. n/a n/a n/a
60" 12" 16" .66 F-60-16-( )-A-()()() 479. 484. 570. 580. 583. 589. 601. n/a n/a n/a
60" " 18" .66 F-60-18-( )-A-()()() 507. 513. 581. 594. 596. 602. 616. n/a n/a n/a
60" 7" 20" 75 F-60-20-( )-A-()()() 542. 550. 606. 619. 622. 628. 640. n/a n/a n/a
60" " 24" 1 F-60-24-( )-A-()()() 616. 624. 765. 784. 788. 795. 815. n/a n/a n/a
Order Code Ordering Information Mounting Options Custom Options Fabric Selection
Example: F-24-16-R2-A-30- Specify: Panel-mounted brackets: Under overhead specification note: For special sizes: Grade 10 Grade 20 (cont.) Grade 40 Grade 50 Grade 55 Grade A
W388/1 1. Pattern number Panel-mounted brackets are For application under a system For specials contact Customer Annex Nematic 11 Amplify Abacus * Bistro * Trophy *
F-WM-F 2 C orner/edge detail included in the list price but must overhead, provide clearance Service. Maximum fabric board size Beacon Photon 11 Bandwidth Chroma *3 Cavalier *§
F24-16 24" x 16’ Fabric board 3. Thickness be specified separately. To specify distance between the worksurface is 120"W x 24"H. Fabric must be Broadcloth 11 Reflect Foil Rap Knoll Hopsack * Knoll Felt * Grade B
et X abric boart 4. Fabric erade appropriate panel-mounted bracket, and the bottom of the overhead or railroaded on any panel wider than Element Resolution Glisten * Mariner *3 Ransom * Versa *
R2 Rounded corner/radius 5' Fabric felec tion consult the KnollExtra Bracket task light. 60". Foundation Weave Three Hard Rock Prague * Transition *
dge detail ) ) f0TL De Chart 12. Growth Spurt Heavy Metal Prep * Tryst *
i‘hgek cal 6. Mounting option pattern number art on page Side by side fabric board Customer’s own material: Sl:;ﬁrk P Grade 30 Of:‘:éenf ! P;ZZO * o
A 1CXNess 7. System suffix (panel-mounted Panel mounted bracket size must specification note: For approval, submit at least one Symbolic Basket Draft Palladium Stepping Grade 60
30 Fabric grade 30 option only) match height of fabric board. Flﬁqsebnotedif ifl] ]plz;nel-mé)untefl %ard of falbric for a(g)plic]{:%tior} testinﬁ. Details Flow Spellbound * Stones 3 Classic
W388/1  Freehand, Glacier Equity application note: S abric board will be used contiguous or panel-mounted applications, a Tailor Harmony Trophy * Boucle *%
FWNE  Wallmontod fluch F(q)r aﬂ ngil ity panel-mounted {’;/faﬁ:mou”ieﬁ optul).ns.t. b to another fabric board, drawings COMs and textiles that are not Made 11 * * Match Point Grade 45 Wide Angle *
> applications, add “E” to end of base all- Fm(ilfl eﬂ a[;]p %‘iaw;ﬁ/[‘is}'?mus € are required and there will be an pre-approved must be UL-tested. Versatility Micro Backdropt
pattern number. :E\?E;II?F %;MUIS{) (Both Optiz)gz are up-charge. glea§e COfnSlﬂt KTiOI] sales Customer Relay Dristi * T Not available with radiused edge.
- A oo . . ervices lor details. * Consult your Knoll sales
il appropriate for any smooth, clean 60" wide boards in fabric grades 50, o 3 -
G e st 1) e P vl moopton S i
utilizes velcro squares. Due to grades 50, 55 and 60 fabric Construction - > . ’ &
Squared corner/radiused edge (S2) . widths being less then the width of a C]?::];k] ine i* f%; 1]131;%\7[32\/;]‘1 ILIOT:)::I;]M;IZ 3.5 and c-Eu
Rounded corner/radiused Reveal W]al,l,'moum option 60" board, contact your KnollExtra '2" thick mineral board for durable, Clarity 8do n};t alif T ®
edge (R2) provides'/2” clearance for wire representative or Customer Service highly tackable surface. Criss }é quatty: c
Standard fabric board h 4 ?aglqgegn?nctl behind fal.nﬁc board. for pricing and fabric railroading ) ) I:iz ross Note: 2
andard fabric board has square abric boards mount with 4 information. Manufactured in the United States. 2 A 1 rule. all fabri S
corner and rectilinear edge details. brackets onto 2 black painted wall Mainframe sa gendell;a _ruN'f » a1 labrcs | =
See page 190 for edge upcharge. rails that screw into wall to ensure approved for a Morrison pane =
. S rigidity. For other mounting options %pplffEaltlon farﬁ: approved (flor K £
Standard fabric board has /2" thick and pricing, contact Customer nolllxtra fabric wrapped tac &

mineral board.

Service.
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Universal Fabric Boards
Options and Mounting Information

product

description

application

KnollExtra

Fabric Boards

Mounting Options

/2" Reveal Wall-Mounted

Flush Wall-Mounted (No
charge when ordered with

fabric board)

Panel-Mounted Dividends
(No charge when ordered with

fabric board)

Panel-Mounted Equity (No
charge when ordered with

fabric board)

Panel-Mounted Morrison (No
charge when ordered with
fabric board)

Panel-Mounted Reff (No
charge when ordered with

fabric board)

Edge Detail

Rounded corner/radiused
edge (add -R2 to end of fabric

board pattern number)

Squared corner/radiused edge
(add -S2 to end of fabric

board pattern number)

Squared corner/rectilinear
edge (add -S1 to end of fabric
board pattern number)

paltern no. list price
F-WM-R-(14, 16, 18, 20 or 24) $116.
F-WM-F-(24, 30, 36, 42, 48, 60)- (14, 16, 18, 20 or 24) 36.
F-PM-D-(14, 16, 18, 20 or 24) 45.
F-PM-E-(14, 16, 18, 20 or 24) 45.
F-PM-M-(14, 16, 18, 20 or 24) 45.
F-PM-R-(14, 16, 18, 20 or 24) 45.
R2 36.
S2 36.
S1 n/c

Ordering Information

Mounting Options

Custom Options

Corner/Edge Detail

Order Code

Example: F-60-14-S1-A-40-
W337/4
F-PM-R-14

F-60-14 60" x 14" fabric board

S1 Squared
corner/rectilinear edge

A Thickness

40 Fabric grade

W337/4  Sennit, Olivine

F-PM Panel-mounted

R Reff

14 14" Fabric board bracket

Specify: Standard fabric board has squared
1. Pattern number corner and rectilinear edge details.
2. Corner/edge detail See above for edge upcharge.

3. Fabric grade Thickness option:

4. Fabric selection Standard fabric board has %" thick
5. Mounting option pattern number mineral board.

6. System suffix (panel-mounted

option only)

Equity application note:

For all Equity panel-mounted
applications, add “E” to end of base
pattern number.

Corner/edge detail:
Squared corner/rectilinear

edge (S1)
Squared corner/radiused edge (52)

Rounded corner/radiused
edge (R2)
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Panel-mounted brackets:
Panel-mounted brackets are
included in the list price but must
be specified separately. To specify
appropriate panel-mounted bracket,
consult the Knoll sales bracket
chart on page 12.

Panel mounted bracket size must
match height of fabric board.

Wall-mounted options:
Wall-mounted applications must be
specified as flush (F-WM-F) or
reveal (F-WM-R). Both options are
appropriate for any smooth, clean
surface.

Flush wall-mount option utilizes
velero squares.

Under overhead specification note:
For application under a system
overhead, provide clearance
distance between the worksurface
and the bottom of the overhead or
task light.

Side by side fabric board
specification note:

Please note if a panel-mounted
fabric board will be used contiguous
to another fabric board drawings are
required and there will be an
up-charge.

Construction

/2" thick mineral board for durable,
highly tackable surface.

For special sizes:

For specials contact Customer
Service. Maximum fabric board size
is 120"W x 24"H. Fabric must be
railroaded on any panel wider than
60".

Customer’s own material:

For approval, submit at least one
yard of fabric for application testing.
For panel-mounted applications, all
COMs and textiles that are not
pre-approved must be UL-tested.
Please consult Knoll sales Customer
Service for details.
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S1. Squared corner/Rectilinear edge

S2. Squared corner/Radiused edge

R2. Rounded corner/Radiused edge
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Scribe™ Mobile Markerboards
by Antenna Design

item

description

Mobile Markerboard

30" x 54" mobile whiteboard

36" x 54" mobile whiteboard

42" x 54" mobile whiteboard

48" x 54" mobile whiteboard

Markers

Set of 4 markers

Markerboard Cleaning Cloth

40 x 30 cm microfiber cloth

Set of 2 hooks

Specification Information

Application Notes

Construction

Paper Pad Mount

Order Code

Example: ACT-CB-M-LW-30-54-X-
111

ACT Activity Spaces

CcB Communication Boards

M Mobile

Lw Laminate Whiteboard

30-54 30" x 54" board

X No marker tray

111 Jet Black finish

Specify:

1. Pattern number
2. Marker tray

3. Frame finish

Finish options:

Select one of the following finishes

Code:  Description
111 Jet Black

115 Medium Grey
118 Bright White
130 Dark Red
131 Slate Blue

Note: Frame finish applies to base

and legs.

Marker tray option

Marker tray must be ordered with
markerboard and are not retrofitable
in the field. Replace -X in pattern
with :
Code: Upchg. Desc.
S $75  Marker tray

on one

side
D $150 Marker

trays on

both sides
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Whiteboard: Honeycomb core with
medium-density fiberboard skin,
high pressure laminate finish and

ABS edge.
Crossmember: Aluminum

Legs: Steel

KnollExtra
paltern no. list price
ACT-CB-M-LW-30-54-X $1,425.
ACT-CB-M-LW-36-54-X 1,485.
ACT-CB-M-LW-42-54-X 1,545.
ACT-CB-M-LW-48-54-X 1,605.
ACT-CB-M-MARKER 25.
ACT-CB-M-CLOTH 15.
ACT-CB-M-FLIPHOOK 30.

Note:

Each markerboard ships with four
dry erase markers (blue, green, red
and black) and a microfiber
cleaning cloth.

Overall height from floor is 72" high
with writable surface starting
25" from floor.
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Alpha-Numeric Index

pattern no. page  pattern no. page  pattern no. page  pattern no. page
001214 14 ACT-PW-PC-24-24-13-1C 24 F60-14 190 OA-K-PR-SI2-BK-PT-(16,1822.2325 158
L35 T ACT-PW-PC-24-24-13-1CUSB 21 F60-16 190 OA-K-PR-SS2-BK-(16,18.22,23.25) 158
ST 30 ACT-PW-PC-24-24-13-1F 24 F60-18 190 OA-K-PR-SS2-BK-PI-(16,18.22,23.25) 158
0122 30 ACI-PW-PC-24-24-13-1EUSB 2 F-60-20 190 OAK-RJ-AL-BK~(16,18,22,23.25) 156
0123 30 ACT-PW-PC-24-24-13-2F 21 F60-21 190 OAK-RJ-AL-BK-PT-(16,18.22,23.25) 156
0124 30 ACT-PW-PC-24-24-13-2EUSB 24 F-PM-D-(14, 16, 18, 20 or 24) 192 OAK-RJ-EL2-BK-(16,18,22,23.25) 156
050 55 ACT-PW-PC-36-36-13-1C 24 F-PM-E-(14, 16, 18, 20 or 24) 192 OAK-RJ-ELZBK-PT(16,1822.2325) 156
05510 55 ACT-PW-PC-36-36-13-1CUSB 24 F-PM-M-(14, 16, 18, 20 or 24) 192 OAK-RJ-SL2-BK-(16,18.22,23.25) 156
1901 26 ACT-PW-PC-36-36-13-1F 24 F-PM-R-(14, 16, 18, 20 or 24) 192 OAK-RJSL2-BK-PT(16,1822.23.25) 156
19012 2 ACI-PW-PC-36-36-13-1EUSB 24 F-WM-F-24, 30, 36, 42, 48, 60)- (14, 16, 18,  OAK-RJ-SS2-BK~(16,18,22,23.25) 156
19013 2 ACT-PW-PC-36-36-13-2F 24 200r24) 192 OAK-RJ-SS2-BK-PT-(16,1822.2325) 156
1905 26 ACT-PW-PC-36-36-13-2EUSB 24 F-WM-R-(14, 16, 18, 20 or 24) 192 )A-K-SS2-MS-(16,18.22.23.25) 160
1906 2 BP-DCF 17 LED 1S BASE 14 OASIVAB.O)K-E. J) 172
191220 30,38 42 BP-DCF-17 175 LED 1S CLMP 14 OASLV(AB.C)-(GS, BS) 172
1912-30 30 BP-DSF 176 LED 1S SIDE 14 OR-BKT-PM-B 68
191231 30 BP-KFD 180 LED2AD 19 16 OR-BKT-PM-CE 68
191232 5 BP-L 178, 180, 182 LED 2 AD 37 16 OR-BKT-PM-CS 68
1912-10 50 BP-NKD 180 LED 2 AD 67 16 OR-BKT-PM-D 68
101241 30 BP-PD 182 LED2IN19 16 OR-BKT-PM-DS 68
01242 30 BP-SCF 178 LED2IN37 16 OR-BKT-PM-DV 68
1915 26 BP-SSF 176 LED2IN 67 16 OR-BKT-PM-E 68
916 2 BP-TOP-C 182 MED2INTO 16 OR-BKT-PM-ES 68
25 55 BP-WKD 180  LED 313 BLK 18 OR-BKT-PM-M 68
2ORCH.F-IT 16 BP-WKD-25 180 LED 321 BIK 18 OR-BKT-PM-N 68
S0RCHSLGT 18 COPE-01 20 LEDPIR 14,16 OR-BKT-PM-R 68
ZORCH-S.LT 16 COPE-O1-BASE 20 OA-CPU-MTL-V 174 OR-BKT-SM-A 68
3301 51 COPE-02 20 OA-CPUSING-V 174 OR-BKT-WM 68
33012 31 COPE-02-BASE 20 OAFR-BR 72 ORCH-BDN 50
0 ~C  COPEBULB 50 OAK-AL-W/P-AL-BK-(161822.23.25) 162 OrepcCH -
PEE 5 COPE-CLVP 50 OAK-AL-W/P-AL-BK-PI16,18.222325) 162 orerpp =
PR <5 COPE-GRMT 5> OAK-AL-W/P-EL2-BK-(161822.23.25) 162 Oreripir m
313 25 COPE-PM-D 2699325 OAK-AL-W/ P'ELZ'BK'fﬁTé ORCH-FS 50
3314 33 COPE-PM-E 2 OAKALW/PSL2BK-(16,1822.23,25) 1oz  ORCH-HFH o2
3315 36 COPE-PMM 20 OAKALW/PSIZBK-PT(16,18.22.23.25) 162 ORGHMT >
33194 36 COPEPM-R 22 AKAIW/PSS2BK (618222325 1oz URCH-PC 2
33194-LN 36 COPESIT 22 OAKAL-W/P-SS2-BK-PT(16,18.22.23.25) 162 _RCH-PD-A 184
3333 3 P2l 190 AR AZP-IALBK-(1618222325)  lod  CRCHSE 18
3350 33 F24-10 190 AKAZPIALBKPI(1618222325 11 CRCH-SLGT 46
3370 (4" x 6") 30 P28 190 OAKAZP-I-EIZBK(16,18222325)  loi  ORCHSLT 46
3371 6" x 7) 30 F2420 190 OAKAZP-I-EI2BKPT-(16,1822.23.25) 104  CRCH-SSD 0
3601 a0 P22 190 O AKAZPISIZBR (1618222325 11 CRCH-TD 4
3604 a0 P30 190 OAK-AZP-I-SI2-BK-PT(16,18.22.23.25) T4  oheHTS-UNE i
3605 a0 F30-16 190 OAKAZP-I-SS2BK(16,18.22.2325)  lod  ORCH-UT 2
3612-3 42 F30-18 190 O AKAZP1-S52-BKPI(16.18.22.25.25) 166  CRCH-VAS %
3612-4 42 F30-20 190 OAKAZP2ALBR-1618222325)  lo4  ORCH-VPP 0
3013 a2 B30 190 OAKAZP2ALBK-PI(16,182223.25) 104  CRCH-WBK 8
3614 42 F36-14 190 AKAZP2FI2BK(1618222325  lo4  CRCH-WBK-R-EB 8
3015 a0 3616 190 AKA2ZP2FI2-BKPI-(16.182223.25) 14 ORBIZ4EY-00 62
3650 4 13018 190 AR AZP2SI2BK-16.18222325)  loa  CRLBI2ENZ(0) c0
4B2-MP 168 [-3620 190 OAKAZP-2-SI2-BK-PT(16,18.2223.25) 104 oRLBl21-00) 60
AB2-MP-MS log  Fr3624 190 OAKAZP2-SS2-BR-(16,18.22.2325) 166 RABIS0-C-00 60
4B2-MP-WR 156  FAzld 190 OAKAZP 2552 BKPI(16.1822.23.25) 166  CRHBI-30-ES-00) 62
4B2-WR 168 4216 190 OAKEIZMS-(16,18.22.23.25) o ORABESO-EY-00 62
51220 30,3842 F-42-18 190 o OR-LBI30-N20)() 60
ACT-CB-M-CLOTH 24, 194 F-42-20 190 OAK.OTK.MP los  OR-LBI30-0)0 60
ACT-CB-M-FLIPHOOK lo4 2 190 OA-K-PR-AL-BK-(16,18.22.23.25) 15g  ORLBESS-(0) 60
ACT-CB-M-LW-30-54-X lo4 a8l 10 OAK-PRAL-BKPI-(16.1822.23.25 158 RABE36-CS-00) 60
ACT-CB-M-IW-36-54-X lo4 810 190 OA-K-PR-EL2-BK-(16,18.22.23.25) 155 ORLBIS6-C-O0) 60
ACT-CB-M-LW-42-54-X lo4 1818 190 OAKPR-ELZBK-PI(16.18222325) 158 cLBISCDV-00) 60
ACT-CB-M-LW-48-54-X 194 F4820 0 OA-K-PRSIZ-BK-(16,18.22.23.25) 155 ORLBISGES-()O) 62
ACT-CB-M-MARKER 24, 194 F-48-24 190 OR-LBI-36-EY-()() 62
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KnollExtra

pattern no. page  pattern no. page  pattern no. page  pattern no. page
OR-LBI-36-N2-()() 60 OR-SL-06-72-()() 64 SAP 50 B 16 L 4 ANT SIDE K 108 SAP B 32 M 6 ANT SIDE K 112
OR-LBI-36-()() 60  OR-SL-14-24-EY-()() 66 SAP 50 B 16 L 4 CLMP HD K 106 SAP B 32 M 6 CLMP HD K 110
OR-LBI-42-DV-()() 60 OR-SL-14-24-()() 66 SAP 50 B 16 M 3 ANT SIDE K 104 SAP B 32 M 8 ANT SIDE K 116
OR-LBI-42-ES-()() 62 OR-SL-14-30-ES-()() 66 SAP 50 B 16 M 3 CLMP HD K 102 SAP B 32 M 8 CLMP HD K 114
OR-LBI-42-EY-()() 62 OR-SL-14-30-EY-()() 66 SAP 50 B 16 M 4 ANT SIDE K 108 SAP B 32 S 6 ANT SIDE K 112
OR-LBI-42-N2-()() 60 OR-SL-14-30-()() 66 SAP 50 B 16 M 4 CLMP HD K 106 SAP B 32S 6 CLMP HD K 110
OR-LBI-42-()() 60 OR-SL-14-35-()() 66 SAP 50 B 16 S 3 ANT SIDE K 104 SAP B 32 S 8 ANT SIDE K 116
OR-LBI-45-()() 60  OR-SL-14-36-ES-()() 66 SAP 50 B 16 S 3 CLMP HD K 102 SAP B 32 S8 CLMP HD K 114
OR-LBI-48-CS-()() 60 OR-SL-14-36-EY-()() 66 SAP 50 B 16 S 4 ANT SIDE K 108 SAP B CM 130
OR-LBI-48-C-()( ) 60 OR-SL-14-36-()() 66 SAP 50 B 16 S 4 CLMP HD K 106 SAPBL 126
OR-LBI-48-DV-()() 60 OR-SL-14-42-ES-()() 66 SAP 50 B 24 L 3 ANT SIDE K 104  SAPBM 126
OR-LBI-48-ES-()() 62 OR-SL-14-42-EY-()() 66  SAP 50 B 24 L. 3 CLMP HD K 102 SAP B MJ 122
OR-LBI-48-EY-()() 62 OR-SL-14-42-()() 66 SAP 50 B 24 L 4 ANT SIDE K 108 SAP B MJ 50 122
OR-LBI-48-N2-()() 60 OR-SL-14-45-()() 66 SAP 50 B 24 L 4 CLMP HD K 106 SAP B MST CM 130
OR-LBI-48-()() 60 OR-SL-14-48-ES-()() 66 SAP 50 B 24 M 3 ANT SIDE K 104 SAPBS 126
OR-LBI-54-EY-()() 62 OR-SL-14-48-EY-()() 66 SAP 50 B 24 M 3 CLMP HD K 102 SAP CLMP 132
OR-LBI-54-N2-()() 60 OR-SL-14-48-()() 66 SAP 50 B 24 M 4 ANT SIDE K 108 SAP CLMP DP 132
OR-LBI-54-()() 60 OR-SL-14-54-EY-()() 66  SAP 50 B 24 M 4 CLMP HD K 106 SAP CLMP HD 132
OR-LBI-60-DV-()() 60 OR-SL-14-54-()() 66 SAP 50 B 24 S 3 ANT SIDE K 104 SAP COT 132
OR-LBI-60-ES-()() 62 OR-SL-14-60-ES-()() 66 SAP 50 B 24 S 3 CLMP HD K 102 SAP D BKT 118
OR-LBI-60-EY-()() 62 OR-SL-14-60-EY-()() 66  SAP 50 B 24 S 4 ANT SIDE K 108 SAP DH 132
OR-LBI-60-N2-()() 60 OR-SL-14-60-()() 66 SAP 50 B 24 S 4 CLMP HD K 106 SAP FTM 132
OR-LBI-60-()() 60  OR-SL-14-66-EY-()() 66 SAP 50 B 32 L. 6 ANT SIDE K 112 SAP GRMT 132
OR-LBI-66-EY-()() 62 OR-SL-14-66-()() 66  SAP 50 B 32 L 6 CLMP HD K 110 SAP MA 16 4 ANT CTR K 86
OR-LBI-66-N2-()( ) 60 OR-SL-14-72-ES-()() 66 SAP 50 B 32 L. 8 ANT SIDE K 116 SAP MA 16 4 COT K 86
OR-LBI-66-()() 60 OR-SL-14-72-EY-()() 66 SAP 50 B 32 L. 8 CLMP HD K 114 SAP MA 16 4 DH K 86
OR-LBI-72-DV-()() 60 OR-SL-14-72-()() 66 SAP 50 B 32 M 6 ANT SIDE K 112 SAP MA 24 4 ANT CTR K 86
OR-LBI-72-ES-()() 62 OR-WB-22-18-E 186 SAP 50 B 32 M 6 CLMP HD K 110 SAP MA 24 4 COT K 86
OR-LBI-72-EY-()() 62 OR-WB-24-18 186 SAP 50 B 32 M 8 ANT SIDE K 116 SAP MA 24 4 DH K 86
OR-LBI-72-N2-()() 60  OR-WB-28-18-E 186 SAP 50 B 32 M 8 CLMP HD K 114 SAP MA 3 ANT CTR K 82
OR-LBI-72-()() 60  OR-WB-28-24-E 186 SAP 50 B 32'S 6 ANT SIDE K 112 SAP MA 3 ANT SIDE K 82
OR-SL-06-24-EY-()( ) 64 OR-WB-30-18 186 SAP 50 B 32 'S 6 CLMP HD K 110 SAP MA 3 CLMP DP K 80
OR-SL-06-24-N2-( )( ) 64 OR-WB-30-24 186 SAP 50 B 32 S 8 ANT SIDE K 116 SAP MA 3 CLMP K 80
OR-SL-06-24-()() 64 OR-WB-34-18-E 186 SAP 50 B 32 S 8 CLMP HD K 114 SAP MA 3 COT K 82
OR-SL-06-30-ES-()( ) 64 OR-WB-34-24-E 186 SAP 50 WL DIR 136 SAP MA 3 DH K 82
OR-SL-06-30-EY-()( ) 64 OR-WB-36-18 186 SAP ANT CTR 132 SAP MA 3 FTM K 80
OR-SL-06-30-N2-()( ) 64 OR-WB-36-24 186 SAP ANT SIDE 132 SAP MA 3 GRMT K 80
OR-SL-06-30-()() 64 OR-WB-40-24-E 186 SAP B 16 L. 3 ANT SIDE K 104 SAP MA 3 WL MST 12 K 84
OR-SL-06-35-( )() 64 OR-WB-40-30-E 186 SAP B 16 L 3 CLMP HD K 102 SAP MA 3 WL MST 16 K 84
OR-SL-06-36-ES-()() 64 OR-WB-42-24 186 SAP B 16 L 4 ANT SIDE K 108 SAP MA 3 WL MST 8 K 84
OR-SL-06-36-EY-()() 64 OR-WB-42-30 186 SAP B 16 L. 4 CLMP HD K 106 SAP MA 50 WL DIR K 94
OR-SL-06-36-N2-( )( ) 64 OR-WB-46-30-E 186 SAP B 16 M 3 ANT SIDE K 104 SAP MA 508 120
OR-SL-06-36-( )() 64 OR-WB-48-30 186 SAP B 16 M 3 CLMP HD K 102 SAP MA 50S 16 ANT CTR K 94
OR-SL-06-42-ES-()() 64 OR-WB-LBZ 186 SAP B 16 M 4 ANT SIDE K 108 SAP MA 50S 16 ANT SIDE K 94
OR-SL-06-42-EY-()( ) 64 OR-WB-PM-B 186 SAP B 16 M 4 CLMP HD K 106 SAP MA 50S 16 CLMP DP K 92
OR-SL-06-42-N2-()( ) 64 OR-WB-PM-D 186 SAP B 16 S 3 ANT SIDE K 104 SAP MA 50S 16 CLMP K 92
OR-SL-06-42-()( ) 64 OR-WB-PM-DV 186 SAP B 16 S 3 CLMP HD K 102 SAP MA 50S 16 COT K 92
OR-SL-06-45-( )() 64 OR-WB-PM-E 186 SAP B 16 S 4 ANT SIDE K 108 SAP MA 50S 16 DH K 94
OR-SL-06-48-ES-()( ) 64 OR-WB-PM-M 186 SAP B 16 S 4 CLMP HD K 106 SAP MA 50S 16 FTM K 92
OR-SL-06-48-EY-()( ) 64 OR-WB-PM-R 186 SAP B 24 L. 3 ANT SIDE K 104 SAP MA 50S 16 GRMT K 92
OR-SL-06-48-N2-()( ) 64 OR-WB-TCM-DV 186 SAP B 24 L 3 CLMP HD K 102 SAP MA 50S 24 ANT CTR K 94
OR-SL-06-48-( )( ) 64 OR-WB-TCM-E 186 SAP B 24 L 4 ANT SIDE K 108 SAP MA 50S 24 ANT SIDE K 94
OR-SL-06-54-EY-()( ) 64 OR-WB-TCM-M 186 SAP B 24 L 4 CLMP HD K 106 SAP MA 50S 24 CLMP DP K 92
OR-SL-06-54-N2-()( ) 64 OR-WB-TCM-R 186 SAP B 24 M 3 ANT SIDE K 104 SAP MA 50S 24 CLMP K 92
OR-SL-06-54-()() 64 OR-WB-TR 186 SAP B 24 M 3 CLMP HD K 102 SAP MA 50S 24 COT K 92
OR-SL-06-60-ES-()( ) 64 OR-WB-WM 186 SAP B 24 M 4 ANT SIDE K 108 SAP MA 50S 24 DH K 94
OR-SL-06-60-EY-()() 64 PR-MB-3036 188 SAP B 24 M 4 CLMP HD K 106 SAP MA 50S 24 FTM K 92
OR-SL-06-60-N2-()( ) 64 PR-MB-WM-Rail 188 SAP B 24 S 3 ANT SIDE K 104 SAP MA 50S 24 GRMT K 92
OR-SL-06-60-( )() 64 R2 192 SAP B 24 S 3 CLMP HD K 102 SAP MA 50S MJ 122
OR-SL-06-66-EY-()( ) 64 S1 192 SAP B 24 S 4 ANT SIDE K 108 SAP MA 50S POLE DCH K 96
OR-SL-06-66-N2-()() 64 S2 192 SAP B 24 S 4 CLMP HD K 106 SAP MA 50S POLE SLOT K 96
OR-SL-06-66-( )() 64 SAP 3 BKT 118 SAP B 32 L 6 ANT SIDE K 112 SAP MA 50S SL 120
OR-SL-06-72-ES-()() 64  SAP 4 BKT 118 SAP B 32 L 6 CLMP HD K 110  SAP MA 50S SL 16 ANT CTR K 98
OR-SL-06-72-EY-()() 64 SAP 50 B 16 L. 3 ANT SIDE K 104 SAP B 32 L. 8 ANT SIDE K 116 SAP MA 50S SL 16 ANT SIDE K 100
OR-SL-06-72-N2-( )( ) 64 SAP 50 B 16 L 3 CLMP HD K 102 SAP B 32 L 8 CLMP HD K 114 SAP MA 50S SL 16 CLMP K 98
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pattern no. page  pattern no. page
SAP MA 50S SL 16 FTM K 98  SAP MST 16 128
SAP MA 50S SL 24 ANT CTR K 98  SAP MST 24 128
SAP MA 50S SL 24 ANT SIDE K 100 SAP MST 32 128
SAP MA 50S SL 24 CLMP K 98  SAP MST 8 128
SAP MA 50S SL 24 FTM K 98  SAP MST CM 130
SAP MA 50S SL POLE DCH K 100 SAP MST KNB 130
SAP MA 50S SL POLE SLOT K 100 SAP POLE DCH 134
SAP MA 50S SL WL DIR K 100 SAP POLE SLOT 134
SAP MA 50S SL WL MST 12 K 100 SAP POLE50 DCH 136
SAP MA 50S SL WL MST 16 K 100 SAP POLES50 SLOT 136
SAP MA 50S SL WL MST 8 K 100 SAP SW DIR 134
SAP MA 50S WL MST 12 K 94 SAP SW DIR C 134
SAP MA 50S WL MST 16 K 94 SAP SW MST 134
SAP MA 50S WL MST 8 K 94 SAP VESA 100 200 122
SAP MA C 118 SAP VESA 200 200 122
SAP MA C SW DIR K 74 SAP VESA 300 300 124
SAP MA C WL DIR K 74 SAP VESA 400 400 124
SAP MA D ANT CTR K 78  SAP WL DIR 134
SAP MA D ANT SIDE K 78 SAP WL DIR C 134
SAP MA D CLMP DP K 76 SAP WL MST 134
SAP MA D CLMP K 76 SF-LS 170
SAP MA D COT K 76 SF-SB-(E, J) 170
SAP MA D DH K 78 SF-SB-(GS, BS) 170
SAP MA D FTM K 76 SF-WR-FS-(BK)-G 170
SAP MA D GRMT K 76 XYZ ANT SIDE 150
SAP MA D SW MST 12 K 78 XYZ CLMP 150
SAP MA D SW MST 16 K 78 XYZ CLMP DP 150
SAP MA D SW MST 8 K 78 XYZ D CLMP 150
SAP MA D WL MST 12 K 78 XYZFTM 150
SAP MA D WL MST 16 K 78 XYZ GRMT 150
SAP MA D WL MST 8 K 78 XYZ MA BLOCK 152
SAP MA S 118 XYZ MA CLIP 152
SAP MA S ANT CTR K 72 XYZMA D CLMP K 148
SAP MA S ANT SIDE K 72 XYZMAS 152
SAP MA S CLMP DP K 70 XYZ MA S ANT SIDE K 144
SAP MA S CLMP K 70 XYZ MA S CLMP DP K 144
SAP MA S COT K 70 XYZ MA S CLMP K 144
SAP MA S DH K 72 XYZ MA S FTM K 144
SAP MA S FTM K 70 XYZ MA S GRMT K 144
SAP MA S GRMT K 70 XYZ MA S POLE DCH K 146
SAP MA S POLE DCH K 74 XYZ MA S POLE ECH K 146
SAP MA S POLE SLOT K 74 XYZ MA S POLE SLOT K 146
SAP MA S SW MST 12 K 72,84 XYZMJ 152
SAP MA S SW MST 16 K 72,84  XYZ POLE DCH 150
SAP MA S SW MST 8 K 72,84  XYZ POLE ECH 150
SAP MA S WL MST 12 K 74 XYZ POLE SLOT 150
SAP MA S WL MST 16 K 74

SAP MA S WL MST 8 K 74

SAP MA SL 118

SAP MA SL 16 ANT CTR K 88

SAP MA SL 16 ANT SIDE K 90

SAP MA SL 16 CLMP K 88

SAP MA SL 16 FTM K 88

SAP MA SL 24 ANT CTR K 88

SAP MA SL 24 ANT SIDE K 90

SAP MA SL 24 CLMP K 88

SAP MA SL 24 FTM K 88

SAP MA SL POLE DCH K 90

SAP MA SL POLE SLOT K 90

SAP MA SL WL DIR K 90

SAP MA SL WL MST 12 K 90

SAP MA SL WL MST 16 K 90

SAP MA SL WL MST 8 K 90

SAP MJ 122

SAP MST 12 128
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This Selling Policy supercedes all previous selling policies. Prices, discounts and product offerings are subject to change without notice.

Sales by Knoll, Inc. or Knoll North America Corp. (“Seller”) of Knoll Product Lines (hereinafter “Products”) within the United States and Canada are
made only on the terms which are contained in this Selling Policy. Seller hereby gives notice of its objection to any different or additional terms and
conditions. This sale is expressly conditional upon Purchaser’s assent to the terms and conditions set forth below. Additional terms and conditions may
apply to KnollStudio and KnollTextiles orders. These terms and conditions may be modified or supplemented only by a written document signed by an
authorized representative of Seller. These terms and conditions supercede any prior and/or contemporaneous agreements or correspondence between
Purchaser and Seller. Written quotations expire thirty (30) days from the date of issuance and can be withdrawn by written notice anytime during that
period. Where Purchaser and Seller have entered into the Knoll Electronic Terms and Conditions, all orders, acknowledgements, invoices and other
business communications placed or transmitted in accordance with the Knoll Electronic Terms and Conditions shall be deemed to be in writing and signed
and shall be valid for all purposes as if they were originated and maintained in documentary form.

All orders must be in writing. The product pattern number(s) contained on Seller’s order acknowledgement shall be the final expression of the order.

A purchase order is not binding on Seller until Purchaser has received Seller’s order confirmation or acknowledgment.

List prices are subject to change without notice.
List prices shall be those prices in effect on the date of receipt of a complete purchase order unless shipment is requested more than ninety (90) days after
order entry in which case prices in effect on the date of shipment apply. List prices include specified freight costs. Unless specified in writing by Seller, no
other charges are included in Seller’s list prices.

All sales, use, excise and other taxes applicable to the sale of the Products shall be paid by Purchaser. If Purchaser claims an exemption from any tax,
Purchaser shall submit to Seller the appropriate exemption certificates.

Payment for one hundred percent (100%) of the net order amount is due within thirty (30) days of the date of invoice, which is generally issued upon
shipment. In case of any discrepancies, such as shortages, and Seller is notified in writing within ten (10) days of receipt of Product, only that portion may
be deducted and the balance paid. For orders greater than $100,000 net, a fifty percent (50%) deposit is due at the time of order placement, with the
remainder due within thirty (30) days of the date of invoice.

KnollStudio orders less than $2,000 require payment for one hundred percent (100%) of the net order amount (including any applicable sales tax and
charges for inside delivery, special packaging, etc.), due at time of order placement. For KnollStudio orders greater than $2,000, a one-half (50%) deposit
is due at time of order placement with the remainder (including any applicable sales tax and charges for inside delivery, special packaging, etc.) due prior
to shipment.

If, in the judgment of Seller, Purchaser’s financial condition does not justify the terms of the payment, Seller may require full or partial payment in
advance.

Past due accounts shall be charged one and one-half percent (1.5%) per month, or the highest rate permitted by law, whichever is less, and will be added
to the outstanding balance. In the event Purchaser defaults on payment, Purchaser shall be liable for all collection costs, including reasonable attorney’s
fees and costs.

Purchase orders may not be changed or cancelled, in whole or in part, without prior written consent of Seller. Changes may effect delivery dates. Expenses
incurred because of changes shall be charged to Purchaser. In the event of cancellations, Purchaser will be liable for reasonable cancellation charges
established by Seller. Orders for special Product, orders including “COM” (hereinafter defined) material and orders pursuant to expedited delivery
programs, may not be canceled.

Freight is prepaid and included in the price of all Products, except KnollTextiles, within the 48 contiguous United States for orders placed with Knoll, Inc.
and within Canada, excluding the Yukon, Northwest Territories, Nunavut and Newfoundland for orders placed with Knoll North America Corp. Packing is
tested for rigorous motion and transportation but is not guaranteed to protect furniture from all conditions. If special packaging is required for any reason,
please consult with your sales representative or dealer. Seller shall select the method of shipment and routing. Freight for all KnollTextiles orders is
prepaid and added to the invoice.

Shipments outside the contiguous 48 United States and Canada shall be shipped F.0.B. Origin.

For shipments outside the contiguous United States and Canada, Purchaser is responsible for the cost of freight from point of embarkation, including any
handling and transportation charges incidental to loading at the point of departure and unloading at the final destination.

Conditions beyond the control of Seller, including weather, available facilities and traffic conditions, may affect exact time of delivery. Seller shall not be
responsible for specific carrier delivery date or time unless it has made a specific delivery commitment, in writing.

Nonstandard methods of shipment and/or additional services are available upon request. Purchaser will be billed for the differential cost of any special
services in excess of standard surface carrier freight costs. Premium charges, at Purchaser’s request, will be added for airfreight, exclusive use of vehicle
and extra, export or special packaging. Accessorial charges will be added for inside delivery, extra labor, reconsignment and redelivery.

Partial shipments may be made and invoiced by Seller.

All shipments for Knoll Products within the contiguous United States and Canada are F.0.B. Origin. All risk of loss passes to Purchaser at time of delivery
to carrier. Purchaser shall inspect all Products upon receipt and notify Seller within ten (10) working days after receipt of any damage or defects which are,
or should be, apparent from an inspection of the Product and its packaging. Failure of Purchaser to notify Seller during the ten (10) working day period
shall constitute acceptance of the Products and waiver of any apparent defects, errors or shortages. For all claims relating to Product damaged in transit or
for any other claims relating to or arising out of the transportation of the Product, Purchaser must seek recovery from the carrier and Seller has no liability
to Purchaser for such claims. Seller may, upon request, assist Purchaser with filing of such claims with the carrier, but Seller will not be liable for any of
these transportation related claims.

Until Seller receives the full payment for the Product, Seller shall have a security interest in the Product. Purchaser agrees to perform all acts, including
but not limited to the execution and filing of documentation, which may be necessary to perfect and assure the security interest of Seller.

The return of Products without a written authorization by Seller shall not be accepted. To receive authorization for Product return, please call Customer
Service. All Products that are returned pursuant to a valid authorization shall be subject to a twenty-five percent (25%) of list restocking charge. Products
not currently offered for sale by Seller (including COM) shall not be authorized for return. All returned Products must be unused, in original condition and
in the original Seller packing cartons. No refund or credit shall be given for damaged Products.

If Purchaser requests that an order be held or delayed, prices and terms and conditions in effect at the time of shipment shall apply. If Purchaser requests
a delay after the time when Seller can defer production, Purchaser will be invoiced for the Product, payable in accordance with standard terms, when the
order is ready for shipment. Seller may transfer the Product to storage, in which case all expenses incurred in connection with storage, including
demurrage, preparation for storage, storage charges and handling shall be payable by Purchaser upon submission of invoices by Seller. Risk of loss to the
Product shall pass to the Purchaser upon delivery of the Product into storage.

199



Selling Policy

Customer’s Own Material

Warranty

Delay/Force Majeure

Compliance with Law

Patents

Limitations of Liability

January 1, 2014

A Purchaser who requests a fabric or other surface material not standard to Seller’s line of Products (“COM”) must submit samples of the requested
material to Seller prior to entry of a purchaser order. Seller shall determine if the material is suitable to its manufacturing processes and meets any
requirements of Underwriters Laboratories. If the COM is acceptable, Seller will then establish a price for using the COM or the Product in question. For a
description of the procedures for submitting samples and testing, contact customer resources or your sales representative. Seller shall have no
responsibility for the appearance, condition, performance, durability, colorfastness or any other physical attribute of the COM. Purchaser shall indemnify
and hold Seller harmless for any damages, injuries or losses arising out of or related to use of the COM on the Product.

Seller warrants to the original Purchaser only that the Products Seller manufactures and sells to Purchaser are free of defects in workmanship and
materials, during the applicable warranty period set forth below.

Warranty period set forth below is for 24-hour, 7 days a week, multi shift use (includes parts and labor to repair).

Should any failure to conform with this limited warranty appear to a Product listed below during the applicable warranty period from the date of shipment,
Seller shall, upon prompt written notice, repair or replace, at its option and costs, the affected part or parts.

Product and Period of Warranty

Lifetime: Antenna Workspaces, AutoStrada, Calibre, Crinion Open Table, Currents, Dividends Horizon, Equity, Morrison, Reff Profiles laminate, Series 2
Storage, Template and other non-wood components (except cascade edge worksurfaces, operational parts, controls, electrical, Lighting, Series 2 Veneer
Front Storage, special or custom products, see below)

12 Years: Chadwick, Essentials Work Chairs, Generation by Knoll, Life, Moment, MultiGeneration by Knoll, ReGeneration by Knoll, RPM, Sapper and
Toboggan seating (except seating upholstery, textiles, leathers and finishes, see below).

10 Years: Anchor Storage except digital keypad lock, Antenna Workspaces, AutoStrada, Crinion Open Table, Dividends Horizon, Reff Profiles, Template wood
components, Series 2 Veneer Front Storage, cascade edge worksurfaces, Wood Casegoods (The Graham Collection) (except wood casegoods upholstered
surfaces, see below), Interaction tables (except height adjustment mechanisms for Counterforce, crank-adjustable, and split-top tables and worksurfaces,
see below), Reuter overheads, Reuter vertical storage, KnollExtra Sapper Monitor Arm Collection, Adjustable keyboard mechanisms and platforms,
Communication Boards (except fabric board textiles, see below), Smokador collection (except leathers, see below), and Orchestra Universal Systems
Accessories.

5 Years: Operational parts, controls, electrical, Lighting (except light ballasts, bulbs and power supply, see below), special or custom product, wood veneer
products, Currents handerank, Interaction Counterforce, Interaction crank-adjustable, and split-top mechanisms, KnollStudio, Spark Series seating
structural elements, Richard Schultz outdoor products, KnollExtra CPU storage and all universal storage drawers and Power Collection.

3 Years: Seating upholstery, textiles, leathers and finishes. Fabric boards textiles and Smokador Collection leathers.

2 Years: Anchor Storage digital keypad lock, all other KnollExtra product

1 Year: Light ballasts, bulbs and power supply, seating upholstered armpads and soft armpads, wood casegoods upholstered surfaces. KnollStudio Maya
Lin and Spark Series seating finishes.

This warranty does not apply to:

 Damage caused by a carrier other than the Seller.

¢ Normal wear and tear or acts or omissions of parties other than Seller (including user modification, improper use or installation of Products).

e COM or other third party materials applied to Products.

* Products not installed by or under the auspices of a Knoll Dealer.

e Dramatic temperature variations or exposure to unusual conditions.

e Changes in surface finishes, including colorfastness due to aging or exposure to light.

e Except as specifically noted above, textiles and upholstery supplied by KnollTextiles (consult current KnollTextiles price list for applicable warranty).
Natural variations occurring in wood, marble, and leather shall not be considered defects, and the Seller does not guarantee the colorfastness or matching
of the colors, grains or textures, or surface hardness of such materials. The Seller also does not guarantee the colorfastness of fiberglass panel surfaces.
THE EXPRESS WARRANTIES CONTAINED HEREIN ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING ANY
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR PARTICULAR PURPOSE AND ALL OTHER WARRANTIES ARISING FROM
COURSE OF DEALING OR USAGE OF TRADE.

The remedies provided above are the Purchaser’s sole remedies for any failure of Seller to comply with its obligations regarding the workmanship of its
Products. Correction of any nonconformity in the manner and for the period of time provided shall constitute complete fulfillment of all liabilities of Seller,
with respect to or arising out of the Product furnished hereunder.

Seller shall not be liable for failure to perform or for delay in performance due to fire, flood, strike or other labor difficulty, act of God, act of any
governmental authority or of the Purchaser, riot, embargo, fuel or energy shortage, wrecks or delay in transportation, inability to obtain necessary labor,
materials or manufacturing facilities from usual sources or failure of suppliers to meet their contractual obligations, or due to any cause beyond its
reasonable control. If any such event occurs, Seller may extend delivery dates by a period of time necessary to overcome the effect of such delay, allocate
available Product or cancel any purchase order.

PURCHASER IS SOLELY RESPONSIBLE FOR COMPLIANCE WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL LAWS, ORDINANCES,
REGULATIONS, RULES AND STANDARDS RELATING TO THE INSTALLATION, MAINTENANCE, USE AND OPERATION OF THE PRODUCTS.

Subject to the following provisions, Seller shall, at its own expense, defend or, at its option, settle any claim, suit or proceeding brought against the
Purchaser, and/or its vendees, mediate and immediate, so far as based on an allegation that any Product or any part thereof furnished hereunder
constitutes a direct or a contributory infringement of any claim of any patent of the United States or Canada. This obligation shall be effective only if
Purchaser shall have made all payments then due hereunder and if Seller is notified promptly in writing and given authority, information and assistance
for the defense of said claim, suit or proceeding. Seller shall pay all damages and costs awarded in such suit or proceedings so defended.

The foregoing indemnity does not apply to the following:

® Products supplied according to a design other than that of Seller, and which is required by the Purchaser.

e Combination of the Product with another product not furnished hereunder unless Seller is a contributory infringer.

¢ Any settlements of a suit or proceeding made without Seller’s written consent.

SELLER, ITS CONTRACTORS, AUTHORIZED DEALERS AND SUBCONTRACTORS OR SUPPLIERS OF ANY TIER SHALL NOT BE
LIABLE TO PURCHASER FOR ANY SPECIAL, INDIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES ARISING FROM A
BREACH OF THIS AGREEMENT.

Purchaser’s remedies set forth herein are exclusive and the liability of Seller with respect to the breach of this agreement or any contract entered into
between the parties pursuant hereto shall not exceed the price of the Product or part on which such liablity is based.
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General Ordering Information

The Products

This guide encompasses all standard products for this product group.

Sizes

Dimensions listed in this guide are indicated as:
H = height

W = width

D = depth

Dia. = diameter

Rad. = radius

Pricing
All prices shown are list.

How to Order

Select pattern numbers and quantities required for your complete installation. Product questions can be
addressed in the specific sections of this guide or by contacting your sales representative or customer
resource representative at 1-800-343-5665.

Next, select options (if required), along with colors and finishes appropriate to each product. Reference the
Finishes and Fabrics pages for color designations.

On large installations, an item’s “designated area” can be specified to assist in product organization and
handling.

To expedite complete / correct entry of your order, be certain all pattern numbers, quantities, colors and
area identifications are completely specified. Also, include complete purchase order numbers, bill-to and
ship-to addresses, a contact name and specific factory shipping dates required.

Mail all orders to:
Knoll, Inc.

1235 Water Street

East Greenville, PA 18041
Attention: Order Entry

Once your order is entered at Knoll, an acknowledgment will be mailed to you. You will be advised of your

scheduled shipping date within five days of the original acknowledgment. If it is necessary to revise your
order, please contact your customer resource representative.

Sustainability Statement

Sustainable design is a key component of Knoll’s environmental focus. Our commitment to social
responsibility and a healthy environment has prompted us to further articulate our longstanding
environmental programs and, with encouragement and support from our colleagues in the industry, we have
re-energized our focus on such “green” initiatives as life cycle analysis and LEED™ certification. Knoll is
proud to have contributed to projects that have received LEED certification from the U.S. Green Building
Council.

For the latest information on Knoll products that help our customers achieve LEED certification, log on to
knoll.com, click on “About Knoll” and then “Environmental Focus.”
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